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SWOC Abnormal Container Management Program 
Published Date: 08/23/2013 PRC-PRO-NS-52318 Effective Date: 08/23/2013 

Appendix A - Criteria for Entry in the ACMP 

These items indicate ACMP categories and criteria from TSR SAC 5.6.4.b, d, e, TSR AC 5. 7.8, and 
TSR AC 5. 7. 9.b, c, as applicable. Containers meeting any of the ACMP criteria must be entered into the 
ACMP. Both the category and criteria must be evaluated in making ACMP determinations. 

Criteria Description Recommended 
Reviewers 

1 Indications of bulging A bulged lid interferes with a straight edge laid Nuclear Safety, 
[TSR 5.6.4.b & d; across the top of the container. The straight Industrial Safety, 

TSR 5.7.8] edge should span the diameter of the drum. Operations, Shipper, 
The side wall is bulged, as determined DCMP 
visually. 

Rocking when setting on flat surface indicative 
of a raised section center region of bottom 
surface. 

2 Non-standard containers A non-standard waste container (waste Nuclear Safety, 
stored outside stream) stored outside for which no defined Shipper, Operations 
[TSR 5.7.8] path forward to storage or disposal currently 

exists. 

3 Containers with unknown Information is obtained that causes the Nuclear Safety, ECO, 
contents [TSR 5. 7 .8] characterization to be questioned and a TRU Program (if TRU 

technical evaluation determines that waste), Shipper, DCMP 
insufficient information is available to ensure 
proper management of the container 
(e.g., ignitable, corrosive, explosive, or 
incompatible contents). 

For WRP: Container is not identifiable by 
PIN/CIN, seal number, and does not meet the 
physical descriptions identified in the records 
or cannot be tied to acceptable knowledge of 
a waste lot or waste stream. 

4 Unvented containers that A technical evaluation determines venting is Nuclear Safety, 
require venting required. Examples include: Operations, TRU/MLLW 
[TSR 5.7.8] 

Unvented container discovered at ewe, Program, Shipper 

WRAP or T Plant that requires venting. 

LLW and TRU boxes that do not have an 
established vent path or contain a multi-piece 
gasket, OR 

Containers that have completed the retrieval 
process, been released for unrestricted 
movement and processing, and subsequently 
determined to be unvented. 
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Appendix A - Criteria for Entry in the ACMP 

These items indicate ACMP categories and criteria from TSR SAC 5.6.4.b, d, e, TSR AC 5. 7.8, and 
TSR AC 5. 7.9.b, c, as applicable. Containers meeting any of the ACMP criteria must be entered into the 
ACMP. Both the category and criteria must be evaluated in making ACMP determinations. 

Criteria Description Recommended 
Reviewers 

5 Unvented, non-drum A technical evaluation determines venting is Nuclear Safety, 
containers identified in the required (e.g., boxes that do not have an Operations, TRU/MLLW 
LLBG that require venting established vent path or contain a multi-piece Program, Shipper 
[TSR 5.7.8) gasket). 

Unvented waste container that requires 
venting, other than 55-gal drums. 

6 Container exceeds the After released for unrestricted movement Operations, TRU 
LFL. [TSR 5.7.8] abatement, the hydrogen concentration is Program, Shipper 

determined to be greater than 5% or the 
concentration of other flammable gases are 
greater than the LFL. 

7 Waste containers that do Waste containers with waste acceptance Operations, ECO, 
not fully meet the waste (HNF-EP-0063) discrepancies that cannot be TRU/MLLW Program, 
acceptance criteria resolved using normal operating procedures Shipper, DCMP 
(HNF-EP-0063) or that involve one of the preceding ACMP 
[TSR 5.7.8; TSR 5.7.9.c] entry criteria. 

8 Damaged or corroded Damaged or corroded (degraded) containers Engineering, Criticality 
(degraded) containers that cannot be safely handled using approved Safety, Nuclear Safety, 
[TSR 5.6.4.e; TSR 5.7.8) operating methods and/or procedures without RadCon, Operations, 

a likely spread of contamination. Shipper, DCMP 
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